IKON

6. Rata 8-ottelu 23

BUILT FOR BOWLING

Oil Pattern Distance 53  Reverse Brush Drop 31 Oil Per Board 40 ul
Forward Oil Total 8.08 mL Reverse Oil Total 3.64 mL Volume QOil Total 11.72 mL
START STOP LOADS SPEED CROSSED START EMD FEET TOIL
1 11L  11R z 18 57 0.00 510 5.10 2280
2 12L  12R E] 18 51 5.0 12.70 7.60 2040
3 13L 13R 3 22 453 12.70 22.00 .30 1800
4 14L 14R 3 22 39 2200 2130 930 1560
s 18L 18R 2 22 10 21.320 27.50 6.20 400
6 2L 2R o 26 0 37.50 52.00 15.50 o L
=
w
-
START STOP LOADS SPEED CROSSED START EMD FEET T.OIL
1 2L 2R (4] 30 O 5200 28.00 -25.00 (4] -
2 16L 16R 2 22 18 28.00 21.80 -6.20 720 =
3 15L 15R 2 22 22 21.80 15.60 -6.20 880
4 13L  13R 1 22 15 15.60 12.50 -3.10 600
5 12L 12R 1 18 17 1250 10,00 -2.50 880
& 11L 11R 1 18 19 10,00 T.50 -2.50 TeD -
7 2L 2R ] 14 0 7.50 0.00 -7.50 ]
tem JL-TLABL-1ER | BL2L18L-18R 13L-17L:1BL-18R 18L-18R:17R-13R | 1BL-18R:1ZR-ER | 1BL-1BR.TR-3R
Description |Dutside:Midd|e MiddleMiddle |InsideMiddle  |Middle: Inside MiddleMiddle |Middle:Qutside
Track Zone Ratio 875 1.28 1.28 8.75 =
E Forward [ Reeerse
1500
'2.\:‘
300
I 1 I I 1 I I 1 1
2 11 8 7 B 9 g 3 1




	Sheet1



